
1 732919 - Rev.BFAACLIGHT 230V - FAACLIGHT 115V - FAACLIGHT 24V

130

142
100

66

55
66

ø14-ø16

ø14-ø16-ø18-ø20

ø14-ø16

ø14-ø16-ø18-ø20

1616

-ø1ø1ø1ø1ø1ø1ø1ø1ø1ø1ø1111ø1ø11ø1ø1øø1øø1ø188-ø20

mm mm

mm

FAACLIGHT 230V - FAACLIGHT 115V - FAACLIGHT 24V
ALIMENTAZIONE, POWER SUPPLY, ALIMENTATION, STROMVERSORGUNG, ALIMENTACIÒN, ЭЛЕКТРОПИТАНИЕ
FAACLIGHT 230V = 230V ~ (+6% -10%)    -     FAACLIGHT 115V = 115V ~ (+6% -10%)    -    FAACLIGHT 24V = 24V 

GRADO DI PROTEZIONE, PROTECTION CLASS, INDICE DE PROTECTION, SCHUTZGRAD, GRADO DE PROTECCÌON, КЛАСС ЗАЩИТЫ
IP 54

LAMPADA, LAMP, LAMPE, BOMBILLA, ЛАМПА
FAACLIGHT 230V = E27 230V/40W    -    FAACLIGHT 115V = E27 115V/40W    -    FAACLIGHT 24V = BA15S 24V/15W

TEMPERATURA AMBIENTE, AMBIENT TEMPERATURE, TEMPERÉTURE D’UTILISATION, UMGEBUNGSTEMPERTUR, TEMPERATURA AMBIENTE, ТЕМПЕРАТУРА РАБОТЫ
    -20°C/+55°C




